
Setting Temperature on Superfridge Units
Quick Guide to setting the correct temperature on your Superfridge unit

Questions? Please contact us via email or call our office
jackie@jrdemos.com

513-242-6700
Office Hours: Monday – Friday, 9 a.m. – 4:30 p.m. EST

8 a.m. – 3:30 p.m. CST
6 a.m. – 1:30 p.m. PST

If you need immediate assistance during office hours, CALL, do NOT email from the store 
when you can CALL THE OFFICE to ensure the proper resolution is reached!



How to Set a Dial Thermostat
Units with a “Dial Thermostat” MUST have a thermometer inside the unit!

 Turn knob to the left all the way to 0 (zero) until you feel or hear a “click.”
 Wait 30 seconds
 Turn knob to the right until the red arrow points to the number that corresponds with the required temperature setting

 Use the Thermostat Settings (or ‘Key’) next to the dial for the corresponding temperature range to each number; if your unit does not have 
a Thermostat Settings (Key), you can use the images below

 Always set the number to the top of the dial that corresponds to the temperature needed
 Unless the unit is already at that temperature the unit should turn on

Dial Setting 0 Dial Setting 5 Dial Setting 9

Important! Dial 
Appearance/Placement

The space between the dial and 
the unit should be minimal, i.e. too 
small to fit a pen/pencil between the 
back of the dial and unit 

If the dial is loose, turns freely or 
is ‘sticking out’ away from the unit as 
pictured, push the dial toward the unit 
until it is closer to the unit as the 
depicted in the ‘Correct Placement’ 
picture



Changing the SETPOINT on 
Dixell/Emerson & Lumity Controllers

 Push & Hold the SET key for 2 seconds

 Once “F” will begins to flash, push up or down arrow within 10 seconds AND press SET again to lock in the temperature

 Current temperature in the unit will then be displayed

 As the unit works to reach the SETPOINT (temperature that you set), you should hear the unit running.

IT IS REQUIRED TO REMAIN AT THE STORE UNTIL THE DESIRED TEMPERATURE IS REACHED.

DO NOT LEAVE THE STORE UNTIL YOU HAVE VISUAL EVIDENCE THE UNIT IS SET AND HOLDING THE REQUIRED 
TEMPERATURE.

Lumity Dixell/EmersonCopeland



How to Set a Danfoss Controller
 Plug in the unit to a working outlet
 If the controller does not turn on, press the power button until “ON” is on the display.
 If the controller does not turn on after pressing and holding the power button, an outlet test is needed.

 An outlet test is simple – unplug the unit; take your phone charger, plug into the same outlet where the unit was plugged in. Connect your 
phone to the charger.
 If your phone begins to charge, the outlet is not the issue; if it does not begin to charge, find another outlet that does work by 

running the same test and moving the unit to the working outlet to troubleshoot the unit. Even if the unit cannot stay in this location, 
please test the unit while on-site to see if it powers on and begins cooling. 

 Another easy item to use to test outlets, a nightlight (Dollar Tree nightlights are perfect)
 Once “ON” is displayed, the current temperature will then display on the controller after a few seconds.
 Press the “Up” and “Down” arrows to set the desired temperature – once the desired temperature is on the display, it will quickly return to the 

current temperature as it climbs up/down to the desired temperature

IT IS REQUIRED TO REMAIN AT THE STORE UNTIL THE DESIRED TEMPERATURE IS REACHED.
DO NOT LEAVE THE STORE UNTIL YOU HAVE VISUAL EVIDENCE THE UNIT IS SET AND HOLDING THE REQUIRED 

TEMPERATURE.

Power Button
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